


 
 
 
 

TECHNICAL  DATA A1 
 

Contact Type NC 

Nominal Switching Temperature (NST) 70 °C – 160 °C 

Standard Tolerance of NST ±5 K 

Operating voltage.....AC /..DC ....250VAC 

Rated Voltage (at 50Hz – 60Hz) 250 V AC 

Rated Current  INOM   37 A  cos ϕ = 1.0                                                    3,000 Cycles 

Max. Switching Current at 250 VAC 60 A  cos ϕ = 1.0 

Impregnation Resistance suitable                                                              acc. Thermik-Test 

Contact Resistance < 50 mΩ                                                        acc. to MIL–STD. R 5757 

Basic Insulation Insulation Cap: Mylar - Nomex ®                 ®: Trademark of Du Pont 

Dielectric Strength  
of the Insulation Cap 2 kVrms 

Connection leads Multi Strand Wire: 1,5 mm² / AWG 15 

Application for Approvals 
acc. to design 

IEC  60730-2-2 
VDE  according to DIN EN 60730-2-2 

Tripping Time at INom 
 

≤ 20 Seconds 

 
depending on: 
- nominal-switching temperature 
- thermal coupling 
- built-in conditions  
- ambient conditions  
- wiring length and diameters 

 
 
We reserve the right to modify technical specifications without any notice.  
 
The data of this table refers to standard version. 
 
Special designs are available on inquiry.  
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